
Code 

PAM-S 20 
WITH LOWERING VALVE 

Type 

20.5 

cm3/cycle P MAX 
bar 

kg 

PAM-ES 20 
WITHOUT LOWERING VALVE

Code 

OPTIONAL 

Sizes kg 

PAM0142001 PAM-S 20 20 350 2,76 PAM0290000 20x30x600 0.71 

PAM0142003 PAM-ES 20 20 350 2,73 HAND LEVER 

LEVER SUPPLIED SEPARATELY

Double-slroke for a S.A. cylinder
Working ternperoture: -20°C + 80°C 

ON REQUEST: 
PAM-SV - PAM-ESV = BUILT-IN PRESSURE RELIEF VALVE (150 bar)
PAMX-S - PAMX-ES = ROUND LEVER HOLDER 
PM00290100 
FPM 
WMQ 

� 

= ROUND LEVER : 027 L-600 ( PAMX) = O-RING: VITON 
= O-RING: FLUORINE-SILICONE

� <-------=-25'-'-----'1 

Code 

PAM0144001 

PAM0144003 

PAM-S 40 
WITH LOWERING VALVE

Type 

PAM-S 40 

PAM-ES 40 

cm3/cycle 

42 

42 

P MAX 
bar 
280 

280 

kg 

3,28 

3,22 

87 

251 

PAM-ES 40 
WITHOUT LOWERING VALVE 

OPTIONAL 

r·-
�
--·-·a 
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Code Sizes kg 

PAM0290000 20x30x600 0.71 

HAND LEVER 

LEVER SUPPLIED SEPARATELY
Double-slroke for a S.A. cylinder 
Working lemperalure : -20°C + 80°C 

ON REQUEST:
PAM-SV - PAM-ESV = BUILT-IN PRESSURE RELIEF VALVE (150 bar) 
PAMX-S - PAMX-ES =  ROUND LEVER HOLDER
PM00290100 

FPM 

WMQ 

= ROUND LEVER : 027 L-600 ( PAMX) = O-RING: VITON 
= O-RING: FLUORINE-SILICONE

HAND PUMP - NOT SUITABLE FOR OIL TANKPAM-ES 20PAM-S 20

HAND PUMP - NOT SUITABLE FOR OIL TANKPAM-ES 40PAM-S 40




